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DTA143EUAQ COMPLIANT

PNP Digital Transistors (Built-in Resistors)

Features

e Epoxy meets UL-94 V-0 flammability rating

e Moisture Sensitivity Level 1

e Built-in bias resistors enable the configuration of an
inverter circuit without connecting external input resistors

e Only the on/off conditions need to be set for operation,
making the circuit design easy

e Simplifies Circuit Design Reduces Board Space
Reduces Component Count

e Part no. with suffix “Q” means AEC-Q101 qualified

Application

e Control of IC inputs  Switching loads Digital system

Mechanical Data

1.IN e Package SOT-323
2 GND SOT_323 e Terminals Tin plated leads, soldeM Y ads d&
3.0UT e Marking 13
mEquivalent circuit
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DTA143EUAQ

mMaximum Ratings (Ta=25 Unless otherwise specified

ITEM SYMBOL UNIT VALUE
Collector-Emitter Voltage Vceo \% -50
Collector-Base Voltage Vcso \% -50
Emitter-Base Voltage Vego \ -10
Supply Voltage Vee \% -50
Input Voltage Vin \% -30 to +10
Collector Current I mA -100
Power Dissipation Po mwW 200
Thermal Resistance From Junction to Ambient Resa W 625
Junction Temperature Tj -55 to +150
Storage Temperature Tste -55 to +150
(*) Device mounted on FR-4 PCB 1.0 x 1.0 x 0.06 inch
mElectrical Characteristics (Ta=25 unless otherwise specified)

ITEM ‘ SYMBOL ‘ UNIT ‘ CONDITIONS ‘ MIN ‘ TYP ‘ MAX ‘
Vi Vee= -5V,lo= -100uA
Input voltage
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m SOT-323 Package Outline Dimensions & Suggested Pad Layout
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