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Typical Applications

Typical applications are in power factor correction(PFC), solar
inverter, uninterruptible power supply, motor drives, photovoltaic
inverter, electric car and charger.

Mechanical Data

® Package: TO-220AC

® Terminals: Tin plated leads
® Polarity: As marked

EMaximum Ratings (Tc=25 Reverse voltage (Surge peak)

@T

jzzsoc VRSM \% 1200
Reverse voltage (DC)
@ T=25°C Vpe \Y, 1200
Continuous forward current @ T¢=25°C 31
Continuous forward current @ T¢c=135°C I A 14
Continuous forward current @ Tc=153°C 10
Non-repetitive peak forward surge current | A 85
@ Tc=25°C, tp=10ms, Half Sine Wave FsMm
Power Dissipation@ Tc=25°C 130

Pror W

Power Dissipation@ Tc=110°C 56
i’t Value@ Tc=25°C ,tp=10ms [ i2dt A?S 36
Operating junction and Storage temperature range T;  Teg °C -55to +175
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Figure 3. Capacitance vs. Reverse Voltage Figure 4. Total Capacitance Charge vs. Reverse Voltage
Figure 5. Capacitance Stored Energy Figure 6. Power Derating
Figure 7. Current Derating L) Figure 8. Transient Thermal Impedance
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
tio i
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