S22F THRU S220F

Surface Mount Schottky Rectifier

Features
" Low profile package
" Ideal for automated placement
" Guardring for overvoltage protection
" Low power losses, high efficiency
" +LJK IRUZDUG VXUJH FDSDELOLW\
" Meets MSL level 1, per J-STD-020, LF maximum peak
of 260 T

Typical Applications
For use in low voltage high frequency inverters,
Freewheeling, DC/DC converters, and polarity protection
Applications.

Mechanical Dat a
" Package: SMAF
Molding compound meets UL 94 V-0 flammability
rating, RoHS-compliant, halogen-free
" Terminals : Tin plated leads, solderable per
J-STD-002 and JESD22-B102
" Polarity: Cathode line denotes the cathode end

Waximum Rating s (Ta=25 - Unless otherwise specified A

PARAMETER SYMBOL UNIT S22F S23F S24F S25F S26F S28F
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as
medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety
devices), Yangjie or anyone on i
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