GBU10AA THRU GBU10MA

Bridge Rectifiers

Features

e Polarity: As marked on body

mMaximum Ratings (Ta=25 Unless otherwise specified

PARAMETER SYMBOL| UNIT |GBU10AA|GBU10BA|GBU10DA|GBU10GA |GBU10JA|GBU10KA|GBU10OMA
Device marking code GBU10AA|GBU10BA |GBU10DA |GBU10GA |GBU10JA |GBU10KA|GBU10MA
Maximum Repetitive Peak Reverse Voltage VRRM \% 50 100 200 400 600 800 1000
Maximum RMS Voltage VRMS \ 35 70 140 280 420 560 700
Maximum DC blocking Voltage VDC \% 50 100 200 400 600 800 1000
With heatsink
Average rectified output current| Tc =110 o A 10.0
@60Hz sine wave, R-load Without heatsink
Ta =25 3.0
Forward Surge Current (Non-repetitive)
@60Hz Half-sine wave,1 cycle, Tj=25 IFSM A 200
Current squared time
- . . 1t A’S 166
@1mss<t<8.3ms Tj=25 , Rating of per diode
1/4
S-B3495 Yangzhou Yangjie Electronic Technology Co., Ltd. www.21yangjie.com

Rev.1.1,03-Apr-26






GBU10AA THRU GBU10MA

IEEE.
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GBU-L

Dim Min Max
- A A 21.80 22.30
D B 18.30 18.80
i C 17.50 18.00
S ‘ D 3.30 3.90
m | m E 7.10 7.50
F 5.50 5.90
m + - AC + & J G 1.91 2.54
g il H 2.06 2.54
\ ‘ | 1.02 1.27
- 0o J 4.83 5.33
i K 3.30 3.56
FLPLFL‘ —L - M L 2.40 2.66
M 0.30 0.50

Dimensions in millimeters
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